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SECTION 105113 

METAL LOCKERS 

PART 1  -  GENERAL 

1.1 SUBMITTALS 

A. General:  Submit in accordance with Section 013300. 

B. Product Data:  Submit technical data and descriptive literature for each product. 

C. Shop Drawings:  Submit drawings indicating locker [and bench] locations, types, sizes, 
configurations, layout of groups, numbering, and accessories.  Indicate details of fillers, trim, base, 
and accessories. 

D. Samples:   
1. Submit samples on metal substrate of each color in manufacturer's standard color range for 

Architect's selection. 
2. Exposed cabinet hardware and accessories, one unit for each type and finish. 

E. Manufacturer's Instructions:  Submit detailed installation instructions. 

1.2 MAINTENANCE MATERIALS 

A. Provide touch-up paint for each color used. 

1.3 QUALITY ASSURANCE 

A. Regulatory Requirements: Comply with Authorities Having Jurisdiction and Americans with 
Disabilities Act (ADA) including ADA Accessibility Guidelines to accommodate barrier free design. 

1.4 MOCK UP 

A. Provide in place mock ups in field in accordance with Section 014500. 

B. Provide locker assembly of each type, complete with specified options and accessories. 

C. Accepted mock up may become part of final Work. 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Comply with requirements of Section 016000. 

PART 2  -  PRODUCTS 

2.1 MANUFACTURERS 

A. Acceptable Manufacturers: 
1. Lyon Metal Products. 
2. Penco Products, Inc. 
3. Republic Storage Systems Company, Inc. 

2.2 STANDARD METAL LOCKERS 

A. Barrier Free Accessible Lockers: Provide 5 percent minimum of lockers for each sex with barrier 
free accessible features. 

B. Single tier [double tier] [triple tier] [four tier] [five tier] [six tier] [duplex] [two person duplex], without 
[with] legs [with flush [recessed] base]. 

C. Unit Size:   12 [9] [15] [18] inches wide by  18 [12] [15] [21] inches deep by  72 [60] inches high [As 
indicated on Drawings]. 

D. Sheet Steel: 
1. Steel:  ASTM A653, one-coat electroplated zinc cold rolled carbon steel. 
2. Surface:  Free from buckle, scale, imperfections, and capable of taking high grade enamel 

finish. 
3. Minimum Gages: 

a. Front frames and doors:  16 gage. 
b. Body tops, bottoms, sides, backs, and shelves:  24 gage minimum, adequately flanged 

to provide rigidity. 
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c. Fillers, [bases,] [sloped tops,] exposed ends, trim:  20 gage minimum. 

E. Hardware: 
1. Locking and Latching Devices: 

a. Positive, automatic pre-locking type, complete with tamper-proof locking bar with 
silencers, and zinc die cast handle parts. 

b. Device operates by means of standard surface mounted [recessed cup] latch handle 
with padlock [and built-in combination lock] [and grooved master keyed lock with two 
keys per lock] [and coin operated lock]. 

c. Latch is one-piece, self contained, spring steel device. 
d. Provide operating mechanism that is CBC and ADA compliant for barrier free access. 

2. [Keyless Electronic Locking: Battery powered electronic keypad with reprogrammable 
manager and owner codes that override access.  Three consecutive incorrect code entries 
shall disable lock for three minutes. 

a. Intuitive digital keypad  
b. Four-digit user-selected code operation 
c. 3/8 inch springlatch 
d. Hardened metal housing. 
e. Electronic bypass key. 
f. Tamper guard 
g. Low battery indicator 
h. Operates with 4 premium "AA" batteries 
i. Product:  Curve or Aspire by Digilock. 
j. Provide lock with Manager Key and 10 ADA user keys.] 

3. Hinges:  Three on doors higher than 36 inches; 2 per door for 36 inches and shorter; 2 inch 
wide, 5 knuckle, tight pin, welded to frame and riveted to door. 

4. Bumpers:  Rubber type, mounted to door frame. 

F. Accessories: 
1. Hooks:  One double-prong ceiling hook and two single-prong wall hooks of cadmium-plated 

steel or cast aluminum for single and double tier units. 
2. [Base:  Zinc coated steel, manufacturer's standard color to match locker, flush style [recessed 

'Z' style].] 
3. [Top:  Continuous sloping type, with pre-fabricated corners, end panels, and splice plates.] 
4. Filler [and boxed end] panels [, and recessing trim]:  Manufacturer's standard. 
5. Number Plates:  Aluminum with etched figures, 1/2 inch high minimum attached at top of door 

[attached in recessed cup]. 
6. Hat Shelf:  One per single tier units. 
7. [Coat rods:  Provide one in each 21 inch deep locker.] 
8. Provide barrier free accessible lockers with applied decal next to latch showing universal 

symbol of accessibility. 
9. Provide barrier free accessible lockers with bottom shelf at 15 inches above finished floor. 

G. Fasteners:  Cadmium, zinc, or nickel plated steel; no exposed bolts or rivet heads on front of 
lockers or frames. 

H. Fabrication: 
1. Frames:  Totally welded overlapping construction, channel formed with double thickness lock 

and catch housing, and interlocked intermediate cross members. 
2. Doors:  Self closing channel box formed with reinforced ends returned and welded with 

manufacturer's standard louver pattern. 
3. Body: 

a. Flanged, reinforced. 
b. Provide finished end panels for lockers with ends exposed to view. 

I. Acceptable Product:  Standard Locker by Republic Storage Systems Company, Inc., Canton, OH. 

2.3 [BENCHES 

A. Hardwood Top: 
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1. Laminated hardwood [maple], 1-1/4 inch thick by 9-1/2 inch wide, lengths as indicated typical; 
24 inch wide by 48 inch long at barrier free accessible lockers. 

2. Round corners, ease edges, and sand smooth. 

B. [High Pressure Laminate Top:  High pressure laminate finish, 1-1/4 inch thick by 9-1/2 inch wide, 
lengths as indicated.] 

C. Pedestals: 
1. Base:  Cast metal threaded for pipe and provisions for concealed fasteners to floor. 
2. Pedestal Column:  Minimum 1-1/4 inch nominal pipe diameter, threaded on both ends to 

provide 1 inch minimum height adjustments. 
3. Top Flange:  Pipe flange 4 inch diameter with 5 No. 10 wood screws. 
4. Overall Height of Pedestals:  Manufacturer's standard.] 

2.4 FINISHES 

A. Lockers, Base, and Trim:  Manufacturer's standard baked enamel in color selected by Architect 
from manufacturer's full range of standard [and optional] colors. 

B. [Benches: 
1. Tops:  Finish with two coats moisture-resistant, varnish, satin-gloss. 

2. [Tops:  High pressure laminate in color as selected by Architect.] 

3. Pedestals:  [Factory painted same color as lockers.]  Prime coat for field painting.] 

PART 3  -  EXECUTION 

3.1 EXAMINATION 

A. Examine conditions and proceed with Work in accordance with Section 017300. 

B. [Verify recesses [and bases] are properly sized and located.] 

3.2 INSTALLATION 

A. Install in accordance with Section 017300 and approved shop drawings. 

B. Install plumb, level, rigid, and flush. 

C. Space fastenings 48 inches OC maximum and apply through backup reinforcing plates where 
necessary to prevent metal distortion.  Conceal fasteners wherever possible.  Use anchorage 
devices appropriate to suit materials encountered. 

D. Bolt adjoining locker units together to provide rigid installation. 

E. Install box end panels, filler panels and other closures for complete installation and to close off 
openings. 

3.3 ADJUSTING 

A. Touch-up marred finishes. 

B. Use only materials and finishes recommended or furnished by locker manufacturer. 

C. Adjust doors and latches to operate easily without bind. 

END OF SECTION 


